Abstract: Sustainability is on the international agenda, and is a driver for industry in international competition. Sustainability encompasses the three pillars: environment, society and economy. To prevent shifting of burden, the whole life cycle needs to be taken into account. For the environmental dimension of sustainability, life cycle assessment (LCA) has been practiced for a while and is a standardized method. A life cycle approach for the social and economic pillars of sustainability needs to be further developed. This paper investigates the application of life cycle costing (LCC) as part of a wider sustainability assessment where also social life cycle assessment (SLCA) and LCA are combined. LCA-type LCC is applied on a case study of remanufactured alternators. Remanufacturing of automobile parts is a fast growing important business with large potential for cost and resource savings. Three design alternatives for the alternator and three locations for the remanufacturing plant are evaluated. The remanufacturer perspective and the user perspective are investigated. The results for the LCA-type LCC show that the largest cost for the remanufacturer is the new parts replacing old warn parts. However, the user cost, and therein especially, cost for fuel used for the alternator's power production dominates and should be the focus for further improvement. In conducting the case study, it was revealed that the connection between the LCA-type LCC results and the economic dimension of sustainability needs to be further investigated and defined. For this purpose, areas of protection for life cycle sustainability assessment and LCA-type LCC in particular need further development.
Introduction
Sustainability is generally embraced and supported by policy and industry as a necessary path for development. Even though climate change and other pressing environmental problems are of high importance, there is a general consensus that, besides environmental aspects, sustainable development needs to consider also economic and social aspects, as proposed by the Brundtland commission [1] . There is still no widely agreed methodology for how sustainability can be measured. The decision making in the context of sustainability assessments is complex. A large number of requirements, such as technical requirements, disciplines and impact factors have to be taken into account. If attributes of the different possible technological alternatives are left out, the decision may be flawed. This poses challenges on how these three sustainability-dimensions can be measured and integrated on a product level. Starting from an environmental point of view and the life cycle approach, life cycle assessments (LCA) is a widely accepted and standardized method [2, 3] for measuring environmental life cycle impacts of products and services. By widening the life cycle thinking to the economic and social dimension of sustainability, the life cycle sustainability assessment (LCSA) has been suggested as a tool for measuring sustainability [4] [5] [6] : LCSA = LCA + LCC + SLCA (1) where LCSA = Life Cycle Sustainability Assessment; LCA = Environmental Life Cycle Assessment; LCC = LCA-type Life Cycle Costing; SLCA = Social Life Cycle Assessment.
While environmental LCA has been in use since the 1960s [7] and standardized since 1997 [8] , social life cycle assessment (SLCA) is still in the development process [9] . LCA-type life cycle cost/costing (LCC) is drawing on a long history of conventional LCC dating back as early as the 1930s [10] . However, it is a relatively new tool within sustainability assessment. The SETAC working group on LCC [9] classifies three types of LCC-conventional, environmental and societal LCC-and considers the method of environmental LCC [9] currently regarded as the most suitable for the LCA-type LCC [10] [11] [12] .
Life Cycle Costing in a Sustainability Context
Unlike the LCA ISO standards [2, 3] , there are currently no standards available which are valid for LCC of products or services in a sustainability context [13] . There are some product specific standards, where LCC is used in a sustainability context. In the building and construction sector the ISO 15686-5, which is developed for buildings and construction assets, makes a distinction between whole life costs and life cycle costs, where the latter are a part of the former. Whole life costs include in addition to the life cycle costs also externalities, non-construction costs and income [14] .
LCC has been used in a sustainability context for buildings [14] , where life cycle costs are defined as the "cost of an asset or its parts throughout its life cycle, while fulfilling the performance requirements" and life cycle costing as the methodology for the assessment of these costs; "methodology for systematic economic evaluation of life-cycle costs over a period of analysis, as defined in the agreed scope" [14] .
The construction sector is the industry where LCC is most widely applied [15] . Goldstein and Eriksson [15] investigated how LCC can play a role in public and private procurement in the Nordic countries and how LCC may be used to measure the profitability of environmentally adapted choices. By applying LCC, it was shown that measurements taken to protect the environment cause no or low extra initial costs, and often were profitable over the life cycle. The report also highlights some practical problems when using LCC in Nordic countries. One is the practice of having different budgets for purchase and for operation and maintenance. These divided budgets result in alternatives with possible higher initial cost than the (purchase) budget permits are not chosen, even though these options may show better environmental and economic performance over the entire life cycle [15] .
The building sector is also the object of study by Bragança et al. [16] where the life cycle cost is an indicator besides other sustainability indicators, for assessing the sustainability of buildings and facilitates the decision making [16] .
In the automobile sector, Fiksel et al. [17] reported how life cycle cost helped the designers of Chrysler to identify the design option with the lowest life cycle cost, taking not only the direct cost (material and labor) into account, but also hidden and liability costs. In another study of Fiksel et al. [17] , inputs to the agricultural systems (crops) were compared taking into account related social, environmental and economic aspects of sustainability. The following economic indicators were chosen: economic value added (manufacturing phase), farmer productivity (bushels/year) (for the use phase) and food costs ($/bushel) (for distribution phase). Fiksel et al. [17] suggest five categories of product indicators for the economic dimension of sustainability:
 direct costs (raw material cost, labor cost and capital cost),  potentially hidden costs (recycling revenue and product disposition cost),  contingent costs (employee injury cost and customer warranty cost),  relationship costs (loss of goodwill and business interruption) and  externalities (loss of ecosystem productivity and resources).
For other products, LCC studies in a sustainability context are rare, but have been applied as a method for improving the sustainability of fishing vessel design on a micro level and fisheries management on a macro level [18] .
Hunkeler et al. [9] define environmental LCC as "An assessment of all costs associated with the life cycle of a product that are directly covered by any one or more of the actors in the product life cycle (e.g., supplier, manufacturer, user or consumer, or EoL actor) with complementary inclusion of externalities that are anticipated to be internalized in the decision-relevant future (…). Environmental LCC has to be accompanied by a life cycle assessment and is a consistent pillar of sustainability." This definition is considered as the current state of the art and starting point of LCA-type LCC. This paper reports results from a case study where LCA-type LCC has been used to assess three different design alternatives and three different location options for the remanufacturing of an automotive electrical generator (alternator).
Alternator Remanufacturing
The function of the alternator is to generate electrical energy for the battery and the electrical equipment in the vehicle. This is done by transforming rotation energy from the power train (driven by the motor) to electrical energy [19, 20] .
Remanufacturing of used vehicle parts (named "cores" [21] [22] [23] ) is a large industry that globally embraces 100,000 companies employing 500,000 people with an annual turn-over of 10 14 Euro [24] . As a response to end-of-life regulation, aiming at preventing the material to be sent to a landfill, remanufacturing is an alternative to material recycling and energy recovery. This is especially clear in the automotive industry with its large turnover. The demand for remanufacturing automotive parts is growing in the United States and Europe, despite a stagnating aftermarket as a whole [25] . The alternator is the automotive part with the highest remanufacturing volume [26] .
Earlier studies have indicated that remanufacturing of automotive parts is generally beneficial from an environmental point of view. Not only are the materials kept in closed loop such that raw materials extraction is saved (material recycling), but also the energy intensive manufacturing of the parts are eliminated. This means a double benefit where both energy and material resources are saved compared to new parts production [27] [28] [29] [30] [31] [32] . Even though there are challenges to overcome, like the supply of a sufficient number of used products to be remanufactured [21, 32] , the consumers of the remanufactured part have an economic saving in the range of 30% [25] to 53% [28] compared to a new product.
Method and Data
Even though the LCC is noted in literature since the 1930s, no standardized method exists [33] , but rather a range of different approaches [13] . Dhillon [34] lists ten general LCC models and thirteen specific LCC models. They range from relatively simple models taking two types of cost into account, recurring and non-recurring cost (general life cycle cost model II) to specific life cycle cost models with a range of different cost elements [34] .
The LCC approach developed by Bubeck [35] considered in analogy to the LCA method an individual automobile part as a reference object. This approach was applied in the present case study and requires a structuring of the costs according to where they occur over the life cycle stages and the focus on money flows (in analogy to material and energy flows) [35] .
Asiedu and Gu [36] describe three different cost estimating models for manufacturing: parametric models, analogous models and detailed models. The case study described in this paper uses the detailed model, which is also known as the bottom-up estimating model. This model was chosen here since it-though time-consuming and costly-according to Asiedu and Gu [28] gives the most accurate cost estimates. With the starting point of a detailed labor time and rates in addition to material quantities and prices, direct costs can be estimated. Allocation rates are used for indirect and overhead costs. Asiedu and Gu [36] operate with three different life cycle approaches. These are [36] :
(1) a product point of view, where the life cycle starts with the identification of needs, and includes the design, production, use and ends with the disposal; (2) a process point of view, where the life cycle starts with the manufacturing system design, extends through manufacturing, operation and recycling processes; (3) a logistic support point of view, which includes the support of system design, maintenance and recycling.
The current study has a product point of view, but starts with the raw material extraction in line with the LCA methodology.
In LCA and also in the LCA-type LCC all phases ("from the cradle to the grave") of the life cycle of a product or a service-from the extraction and processing of the resources, through production and further processing, distribution and transport, use and consumption to recycling and disposal-are considered [4] . In these approaches the physical material and energy flows are in focus. Rebitzer and Nakamura [11] argue that other elements typically included in conventional LCC-like research and development, marketing campaign, infrastructure and machinery-could be regarded as included in environmental LCC, if these are considered to contribute more than a certain percentage/threshold to the total life cycle costs (typically a cut off of 5% is accepted) [11] .
A procedure to carry out an LCA-type LCC as part of a wider sustainability assessment (LCSA) is illustrated in Figure 1 . The starting point for the LCSA is to describe the goal and scope of the study as specified in the LCA standards [2, 3] . This leads to the choice of functional unit and related reference flow.
A detailed life cycle inventory is necessary for conducting LCSA. The life cycle inventory encompasses all inputs and outputs of the system like materials, waste and energy flows [37] . This inventory can be used as a starting point for the life cycle costing and, when needed, supported by (other) conventional LCC elements. 
Case Study-Remanufactured Alternator
The case study on LCC for remanufacturing alternators is based on following conditions: A mini-plant for remanufacturing generators is organized as a micro enterprise inside a container, equipped with remanufacturing modules (like working place for disassembly and assembly, cleaning and test facilities) and ready to be used. The container is of type standard 20 or 40 feet and can be equipped with additional modules, like an energy module, which allows the operation of the mini-factory also where electricity cannot be provided from a grid. Therefore the mini-factory is extremely mobile and can operate globally in developed as well as developing regions [39, 40] .
Different, and sometimes even contrary, design targets have to be balanced during development of a product like the alternator in this study (design to cost, design for service, design for assembly, design for recycling and design for X [32, 41] ). This may complicate-especially for independent companies-reuse and remanufacture of parts [42] . However, if the original equipment manufacturer (OEM) increasingly remanufacture their own products, the design of the automotive part is likely to be developed in a direction that makes reuse and remanufacturing more straightforward [43] . In the case study, examined in this paper, a design team is included in order to identify different design alternatives for an automotive part.
Goal and Scope of the Case Study
The goal and scope of this LCC study is to perform an economic analysis (as part of a wider sustainability analysis including LCA and SLCA) of three different design alternatives for an automobile generator-the alternator. The three design options are described in more detail in Section 2.1.2. In addition, three different locations for the mini-factory where the remanufacturing process of alternators takes place will be evaluated. Therefore, also the transport costs need to be taken into account.
The generator is capable of providing the battery and electrical equipment in a mid-size modern vehicle with enough electric power during the life time of the vehicle (set to 13 years and 200,000 km based on [19, 44] ).
The perspectives of the remanufacturer and the user of the remanufactured generator have been chosen. The remanufacturer decides which design they want to implement, and also in which location they want to place the remanufacturing site. However, earlier LCA studies of generators have shown that the use phase is most important because of the energy used for the power production [45] , which is why this phase should be included in a life cycle sustainability assessment as well. As the second use phase of the remanufactured alternator takes place in a vehicle that already have been used for a while, the life time of the vehicle, and not the remanufactured alternator constrains the second use phase. Therefore, in the calculation of the second use phase, we assume that the remanufactured alternator is used 100,000 km before the alternator is scrapped with the vehicle. Therefore, the functional unit in this study is 100,000 km. This will be reached by the reference flow of one alternator being capable of generating 1.4-1.6 kW power (1.5 kW in average and used in the calculations).
This paper focuses on the product level with a case study of a generator being remanufactured. The connection to sustainability on a broader level is discussed in Chapter 5 Outlook. Figure 2 shows the model of the life cycle of the alternator. The blue shaded areas indicate the perspectives chosen for the LCA-type LCC: the remanufacturer perspectives, with remanufacturing taking place in Germany, India or Sierra Leone and the user perspectives, which take place in Germany. Thereby for India and Sierra Leone locations, additional oversea transport is needed. 
The Remanufacturer Perspective
The remanufacturing process consists of [26, 27] : incoming inspection of the used generator, disassembly, cleaning, inspection and sorting of used parts, reconditioning and replacement, reassembly and final testing. Remanufacturing requires labor, energy and new parts where the old ones need to be replaced. The remanufacturing perspective is thereby similar to that of manufacturing with some additional steps for example reassembling of the used part and cleaning.
LCA-type LCC from the remanufacturer perspective can be used to provide an estimate of which costs occur for different design alternatives and location choices, and thereby help to identify opportunities to reduce the cost. Together with LCA and SLCA, the LCC can be used to assess the sustainability of these designs alternatives and location choices and provide a basis for decision-making. The three design alternatives for the alternator: conventional, light weight and ultra light weight generator are shown in Table 1 . The different parts of the generator, the material, weight and replacement probability [46] in the remanufacturing are given as well. The differences from the conventional alternator are highlighted. These new replacement probabilities are assumptions made by the design team. The light weight materials in design alternative 2 and 3 have a shorter durability than the conventional materials. Therefore, all the plastic parts and 4 out of 10 aluminum housings are assumed to be changed in the remanufacturing process. However, as described in Section 2.1.1., remanufactured alternators are mostly installed in used vehicles. Thus, we assume that also the less durable parts, like the plastic parts, hold for the second use phase and that an additional repair is not required. Table 1 . Materials, weight and replacement probability [46] in the remanufacturing process for the generator parts in the three design alternatives (differences are highlighted). For the calculation of the life cycle costs labor costs and material costs have been considered and are described in the following.
The labor times for the different steps in the remanufacturing process has been estimated with the Methods-Time-Measurement (MTM) method [47, 48] . The remanufacturing time is about 16.5 min; the difference between the investigated design alternatives is a few seconds. The labor rates were gained from scientific literature [49] country and labor statistics [50] [51] [52] Currency exchange rates for Sierra Leone Le and Indian Rupee have a large influence of the labor costs in Euro. With a 10% estimate for non-productive time, the labor cost C L can be calculated according to the Equation (2):
where t p = remanufacturing time, and P L = Labor rates per working hour. Based on a detailed figure of the generator´s design and the data shown in Table 1 , the material quantities have been determined. Material prices are obtained from literature [55, 56] .
Transport costs include the distribution of the alternator to the user in Germany, but for India and Sierra Leone also additional oversea transport. The costs associated with export from Germany to India and Sierra Leone (1000 cores in one container) and import to Germany from India and Sierra Leone (900 remanufactured alternators in one container) are derived from [57] and include costs for documents, customs clearance and technical control, broker fees, terminal handling charges and inland transport [58] . The ocean transport costs are derived from [59] .
The life cycle costs from the remanufacturer perspective, LCC RM can be calculated according to Equation (3) and are presented in Figure 3 and Table 2 in Section 3.1.:
where C AU = alternator (used generator) acquisition costs; C SP = cost of (new) spare parts [C AU & C SP are raw materials in the term of [34] ]; C C = cost of cleaning of parts; C L = labor costs ; C T = transport costs; C P = costs of packaging and C O = other remanufacturing costs.
where C W = costs for warranties; C MR = maintenance and repair; C DO = direct overhead costs; C IO = indirect overhead costs; C D = depreciation; C I = insurance.
The User Perspective
The costs for the remanufactured generator occur not only for the acquisition, but mainly in the use phase of the alternator.
The life cycle costs from a user's perspective can be calculated according to Equation (4) based on [34, 35] and are presented in Table 3 , Section 3.2:
where C AU = generator acquisition cost (price of remanufactured generator) C F = fuel costs C MR = costs of repair and maintenance C lLF = costs associated with insurance, license, and fees C D = disposal costs C SAL = salvage value
For the specific purpose of the different design alternatives of the generator, the fuel cost C F is further broken down into weight induced fuel cost C FW and fuel costs for power production C FP .
The weight induced fuel cost can be calculated according to C FW = F weight × P fuel (5) where weight induced fuel use is based on [60] :
D is the distance in km and m g is the weight in kg of the automobile part. The fuel costs for power production can be calculated according to
where fuel use for power generation is based on [61, 62] :
The values and parameter used for the calculations in the use phase are given in Table 4 . Modern alternators have a life time of more than 200,000 km, such that maintenance and repair is not necessary [19] . However, as remanufactured alternators are mainly used as replacement alternators in used vehicles, we assume that the vehicle with the remanufactured alternator is scrapped after 100,000 km.
Following [35] the insurance, licenses and fees in the use phase for an automotive part is insignificant. The C ILF are therefore set to be 0. The user has the option to deliver the used alternator to the remanufacturer and get paid 40 Euro. This is the most feasible end of life option for the user, such that disposal cost is not further regarded in this study. (From Table 1 can be derived that 10% of the core cannot be used further in the remanufacturing. This implies that the life time of a core is not infinite, and at some point, the end of life has to be considered, but then rather to be paid by or as an income (e.g., for scrap metals) for the remanufacturer.)
Result

Life Cycle Costs from the Remanufacturer Perspective
The life cycle costs for the remanufacturer are shown in Table 2 and Figure 3 . The alternator acquisition cost is estimated at 40 Euro for all three design alternatives in the three assessed locations, Germany, India and Sierra Leone. Independent of the locations, the cost of new spare parts constitutes the largest remanufacturer costs, from 88 Euro for the conventional alternator to 127 Euro for the ultra light weight alternative 3 [46, 55, 56] . The labor costs for the conventional alternator are, as expected, highest in Germany with a maximum of 7.43 Euro and lowest in India with 0.26 Euro. The difference in labor costs between the different alternatives are however minimal. The resulting sums of costs from the remanufacturer perspective are almost similar in the three assessed locations, since the higher transport/shipping costs in India and Sierra Leone (Euro 14.49 and 14.92 respectively compared to 7.92 in Germany) almost balance the higher labor costs in Germany. The cost of energy for cleaning (maximum 2.70 Euro, conventional alternator, Germany) and costs for warranties are for all assessed design alternatives and locations of less importance. The reason why the cost of energy for cleaning in Sierra Leone is almost as high as in Germany, is that an own diesel driven aggregate is needed here to ensure a continuous electricity supply. 
Life Cycle Cost from the User Perspective
The costs for the user are described in Section 2.1.3. Figure 4 and Table 3 show the life cycle costs from a user's perspective. The fuel use costs for power production dominates with 2,633 Euro in all design alternatives. Compared to those costs the weight induced fuel costs are marginal, ranging from 9 Euro (ultra light weight alternative) to 13 Euro (conventional alternator). This fuel cost saving when using the light weight alternative vanishes, taking into account the generator acquisition costs. The low acquisition cost (≈250 Euro) for the conventional alternator makes this the best LCC option from the user perspective. The salvage value is 40 Euro for all design alternatives, marked red in Table 3 and illustrated below the first axes in Figure 4 to indicate that it is a negative cost and thereby an income for the user of the alternator.
The life cycle costs have been calculated using a steady-state model (assuming a discount rate of 0), which is most compatible with environmental LCA and the approach used in environmental LCC [64] . 
Discussion and Recommendation
The preceding paragraph presents the results of a LCA-type LCC-study of remanufactured alternators. The perspectives chosen are that of the remanufacturer and the user of the remanufactured alternator. A full LCC would include all costs from raw material (extraction) over remanufacturing to end of life. However, as the acquisition cost of the remanufactured alternator is a cost for the user and at the same time an income for the remanufacturer (ex taxes), the costs cannot be summed [10] . Instead, life cycle costs for two different perspectives, that of the remanufacturer and that of the user of the alternator are shown. The LCC results from a remanufacturer's perspective show that the life cycle costs for remanufacturing an alternator are lowest, for all alternator designs, when the remanufacturing plant is located in India, but the difference between the different locations are minimal. This is due to the transport/shipping costs and, especially for Sierra Leone, the associated costs for import and export that balance out the higher German labor costs. However, this is only true if the alternator is used in Germany and the costs for other parts are the same as modeled here. From an LCC point of view, remanufacturing seems to be most cost-effective, when done at that place where the generator is used, as transport/shipping cost of cores and remanufactured parts thereby can be minimized. With regard to the mini-plant in a mobile container ready to be used anywhere, this looks like an interesting model for remanufacturing.
The labor costs, though much higher in Germany compared to India and Sierra Leone, play a minor role over the life cycle compared to costs for new spare parts and used alternators, which was surprising with regard to an industry that is normally considered as being labor intensive [65] . The labor costs depend on the wages paid and the value of the local currency. With regard to future developments concerning wages paid in the manufacturing sector, a light increase can be observed in Germany. A future increase is expected as well in India-where wages already doubled from 2005 to 2006 [66] and in Sierra Leone. The wage increase can however, from a social point of view (in the SLCA) be considered as a positive impact. It could have a more meaningful impact in SLCA than in the LCA-type LCC, as the labor costs play a minor role for the overall LCA-type LCC results.
With regard to the design alternatives, differences in the life cycle costs are mainly induced by the costs for (new) spare parts. That means, that if they cost less or more in Sierra Leone or in India, the results could be different. The conventional alternator was identified to be the alternative with less life cycle costs, due to its lower costs for new spare parts.
From a user's perspective, main costs over the generator's life cycle are fuel costs. The initial higher price of the light weight alternators are not offset in lower weight induced fuel use. This probably holds, also if the price for fuel increases in the future. Therefore, from the user's perspective, the ideal alternator design is the conventional one.
These conclusions refer only to the economic aspects of remanufacturing alternators and their subsequent use. Evaluating the remanufacturing of alternators from a sustainability perspective, environmental as well as social aspects, gained by LCA and SLCA have to be taken into account. This is going to be investigated by the authors.
From an LCA-type LCC perspective, showing that main costs over the life cycle of a generator occur due to fuel consumption for power production, the recommendation to the designers is to design a generator that is an effective power producer, and to make sure that remanufacturing does not decrease the power production effectiveness, but results in the same (as modeled in this case study) or even better increase of the effectiveness. Remanufacturing time and material weight are less critical regards to the life cycle costs, such that even though the remanufacturing process is more complicated and hence time consuming, the effort should be directed on better electricity production efficiency. For the generator, this means that the clearance between the rotor and stator should be as small as possible. The design and the remanufacturing should contribute to this aim. In a trade off situation material choice and labor effort should underpin this aim.
According to the findings from the case study from an LCA-type LCC perspective, aiming at reducing costs over the life cycle, following recommendations can be drawn:
(1) improving the design of generators for a higher effectiveness of power-production; (2) locating the remanufacturing plant where generators to be remanufactured are used (only Germany was investigated in this study) and (3) increase the use of remanufactured generators (if remanufactured alternators are as energy effective as new one, which is assumed here based on [67] but should be validated in further research).
However, as there might be a conflict between recommendation 1, of designing the generators for higher power-production effectiveness, and recommendation 3, of increasing the use of remanufactured generators, more research is needed on the actual life cycle performance of new generators and remanufactured generators. Where data are available, a comparison between new alternators and manufactured alternators should be investigated over the life time.
The effects of the recommendations (fuel savings, less transport and keeping the product in a closed loop) can be assumed to be positive also for the environment, and will be investigated with an environmental LCA. Also the social aspects of the remanufactured alternators and especially the social impacts related to the location choice for the remanufacturing mini-factory are areas for further research.
Outlook-LCC in a Sustainability Context
The case study was conducted using a LCA-type LCC for a product. This approach is intended to be used to measure the economic dimension within a sustainability assessment of products (LCSA). The presented case study raises three areas for further development of LCA-type LCC:  Case studies, showing which of the various costs, addressed in theoretical approaches are actually included in practice as well as to provide more data.  Data access-while prices often are accessible, the costs behind are often confidential, and databases for costs (similar to LCA-databases) do not exist yet.  Contribution of the LCA-type LCC to address the economic dimension of sustainable development.
In a sustainability context, not only the cost of a product occurring over its life cycle but also the economic benefit or the value added (for the society) should be regarded. It is also relevant to ask how economic costs are related to the economic dimension of sustainability-is a cost negative or positive? The Brundtland report [1] considers economic growth to be essential at least in parts of the world where basics needs are not being met (Sierra Leone would be a clear candidate and India probably too). A cost would likely increase the gross domestic product (GDP). GDP is an important indicator used to measure economic growth [68] . A conflict between the microeconomic aim of reducing cost and the higher level goal of economic growth seems to exist. However, economic growth should be recognized more as a mean to an end rather than an end itself. Therefore, economic growth is probably not the only purpose of LCA-type LCC. Overall areas of protection (AoP) could be of help. AoP, also called safeguard subjects have well recognized values for the society [69] . The ultimate goal for sustainable development-from an anthropocentric view-is human wellbeing of current and future generations. LCA-type LCC considers economic costs and the AoP could be economic wellbeing. However, what economic wellbeing means for the individuals is difficult to decide.
On a macro level, economic growth is the most frequent used, but not perfect, measurement of economic wellbeing. Further, economic wellbeing is not enough for a sustainable development. Also an intact environment is necessary, and this is expressed in the AoP natural environment and taken care of by environmental LCA [69] . The interaction between human beings, expressed in the AoP human dignity and well-being are the topic for SLCA [70] . Human health is addressed as AoP in LCA and possibly also as AoP in SLCA. Natural resources is an AoP for LCA, but could also be AoP for LCA-type LCC (see for example [71] that extends natural resources with raw materials in the anthropogenic stocks). This shows that further development of the AoP for the different life cycle techniques is necessary.
Impact pathways [72] , between the life cycle inventory (e.g., costs) and the AoP should be developed for LCA-type LCC and need to be coordinated with the further development of the AoP and impact pathways for LCA and SLCA to avoid overlap and double counting.
To further develop and apply the method of LCSA-as a combination of LCA, LCA-type LCC and SLCA-a clear distinction between those three life cycle techniques is to be preferred. This makes it easier to aggregate the results and prevent overlapping and double counting among the different life cycle techniques. This distinction could be realized with a strong focus on the flows involved, e.g., monetary flows for LCA-type LCC and bio-physical and chemicals flows for environmental LCA or on the object of protection, i.e., the natural environment for LCA, human beings for SLCA and the economy for LCA-type LCC. However, some authors argue that the latter, in such a perspective, is superfluous as the economic dimension should be rather integrated (and partly already is) in SLCA [73] .
Another possibility is to address all three dimensions (environment, economy and society) in each life cycle technique. That means that LCA-type LCC address natural environment and human wellbeing in addition to economic wellbeing, and that LCA, in addition to natural environment, also has a kind of economic AoP, for example economic externalities. These topics need to be considered in the future development of the LCSA method.
